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Solar air conditioner Accessories
Breaker with 

water proof box

Solar & AC hybrid type 

Solar panel
Solar panel mounting

Solar& AC hybrid Conditioner system suggested configuration

Model Power input (w) 
average

Work Time (h)
solar time Solar Panel

JNSAC-HS-12000BTU 800 9  340W*4

JNSAC-HS-18000BTU 1300 8  340W*6

JNSAC-HS-24000BTU 1700 8  340W*8

Application area
(m²)

 15~20

 20~30

 32~42

Priority use of 

solar energy
24 hours available

Note：If there are special requirements for the working time of air conditioner, the system configuration needs to be recalculated.

Provide overall green energy power supply air conditioner solutions.
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DC solar energy type 

DC Solar Air Conditioner system suggested configuration

Model Power input 
(w) 

average

Work Time 
(h)

Daytime+nighttime
Solar Panel Battery

Lead acid/lithium  Charger

JNSAC-DS-9000BTU 500 8+6/8 340W*4 12V 100ah*4/
48V 100ah*1  48V 60A

JNSAC-DS-12000BTU 800 8+6/6  340W*6 12V 150ah*4/
48V 100ah*1  48V 60A

JNSAC-DS-18000BTU 1300 8+8/7  340W*12 12V 200ah*8/
48V 100ah*2  48V 60A

JNSAC-DS-24000BTU 1700 8+8/8  340W*18 12V 250ah*8/
48V 100ah*3  48V 60A*2

Application 
area(m²)

 15~20

 20~30

 32~42

8~15

Solar air conditioner Accessories
Breaker with 

water proof box
Solar panel

Solar panel mounting Gel BatteryMPPT Solar charger

100% solar energy

Note:Lithium battery systems last three times as long as lead acid.
If there are special requirements for the working time of air conditioner, the system configuration needs to be recalculated.

Provide overall green energy power supply air conditioner solutions.




